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© Standart Specification

Naturalgas engine

Air cooled engine

Electric starter and charge alternator

Starting battery (with lead acid) including rack and cables

Base frame design vibration isolators

Flexible fuel connection hoses

Single bearing, class H alternator

Industrial exhaust silencer and steel belows supplied separately
Static battery charger for Automatic gensets

Manual for use and installation
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DSE, model 704 Auto Mains Failure control module

Voltmetre, 0 - 500 Vac, 72 x 72 mm

Ammeter, 72 X 72 mm

Hour runmeter,

Static battery charger 5A, 220/240 volt

Emergency stop push button and fuses for control circuits

Mains and Generator transfer contactors between electrical lock with load terminals

Components installed in sheet steel enclosure. Phosphate chemical, pre-coating of steel provides corrosion
resistant surface

Polyester composite powder topcoat forms high gloss and extremely durable finish

Lockable hinged panel door provides for easy component access

Control panel is separate from generating set and wall (installing) type
Control cables is connected between genset and conrol panel.

The DSE 704 conrol module is a standard addition to our gas powered generator sets up to 17kVA and ét have
been designed to start and stop

gas generating sets. The DSE 704 module has been designed to automatically start the generator when the mains
(utility) power fails.

Switch over to the generator when the mains power fails. As soon as mains power is restored the modul transfers
the load back to the mains supply

The DSE 704 also indicates operational status and fault conditions, automatically shutting down the generating set
and indicating faults by means of

its LED indcators on the front panel.

Microprocessor controlled

LED indicators,

Transfer between mains (utilty) and generator power
On-site module configuration

User-friendly set-up and button layout

Front panel programming

Remote start

Controls: Stop/Reset, Manual, Auto, buttons.
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© Indicator

ENGINE

- Run time
GENERATOR
- Voltage (L-L)
- Current (L-L)

© Optional Properties

High oil temperature, shutdown
Low fuel level, shutdown

Low fuel level, alarm

High fuel level, alarm

Low coolant level, shutdown

© Electronic Charge Equipment

Protection

WARNING
- Battery charge failure

SHUTDOWNS

- Fail to start

- Emergency stop

- Low oil pressure

- Under/over speed

Standards

BS EN 61000-6-2 EMC immunity standard
BS EN 61000-6-4 EMC emission standard for the
industral environment

Battery charger is manufactured with switching-mode and SMD technology and ét has high efficincy.
Battery charger models' output V-I characteristic is very close to square and output is 5 amper, 12 volt DC. Input 198 -

260 volt AC.

1205 has fully output shot circuit protection and ét can be used as a current source.
1205 charger has high efficiency, long life, low failure rate, light weight and low heat radiated in accordance with linear

alternatives.

The charger is fitted with a protection diode across the output.

Charge fail output is available. Connect charge fail relay coil between positive output and CF output.
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